





Rock Pick
Pickhammer
Pikhamer
Pic a Pierre
smooth face / glatte Bahn / gladde kop / face lisse
_________.—) ‘— Art. nr. | L
mm mm
ﬂ 03-10000E13P 15 x 16 320
| 03-10000E30 17 x 19 320
ks
Rock Pick
Pickhammer
Pikhamer
Pic a Pierre
smooth face / glatte Bahn / gladde kop / face lisse
i r" Art. nr. ] L
mm mm
| 03-10E3014P 14 x 14 280
| 03-10E3013P 15 x 16 320
03-10E3022P 16 x 18 330
03-10E3023LP 17 x 19 420
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Leather Grip
Ledergriff
Ledergreep
Manche Cuir

Head weight
gr

365
615

Vinyl Grip
Vinylgriff
Vinylgreep

Manche Vinyle
Shock Reduction Grip

Head weight
gr

390
365
615

620

Total weight
gr

755
875

Total weight
gr

610
740
900

1.000




Rock Hammer chisel edge Vinyl Grip
Schiirfhammer Vinylgriff
Beitelhamer Vinylgreep
Pic a Pierre bout plat Manche Vinyle
Shock Reduction Grip
smooth face / glatte Bahn / gladde kop / face lisse
—_— 2B Art. nr. | | L Head weight Total weight
\9' I"' a mm mm ar e ar e
il 03-1E3012PC ~ 15x 18 260 340 500
Rock Hammer chisel edge Vinyl Grip
Schiirfhammer Vinylgriff
Beitelhamer Vinylgreep
Pic a Pierre bout plat Manche Vinyle
Shock Reduction Grip
smooth face / glatte Bahn / gladde kop / face lisse
: Art. nr. | L Head weight Total weight
h mm mm ar ar
lj" 03-1E3016PC 18 x 19 285 450 750
4 03-1E3020PC 18 x 20 285 560 790
g 03-1E3024PC 18 x 21 285 675 860
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Chipping Hammer
Spalthammer
Afbikhamer
Marteau a Ravaler

Art. nr. L
mm

- o 03-1VOE30WC 280
Hoe Pick
Spitzhacke
Pikhouweel
Pioche

Art. nr. L

mm
El 03-32000GP100 625
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Vinyl Grip

Vinylgriff

Vinylgreep

Manche Vinyle

Shock Reduction Grip
Head weight Total weight
gr ar
390 610

Vinyl Grip

Vinylgriff

Vinylgreep

Manche Vinyle

Shock Reduction Grip

Total weight
gr

1.800




Crack Hammer
Faustel
Steenhamer
Massette

Art. nr.

03-20B302LB
03-20B303LB
03-20B304LB

Crack Hammer
Faustel
Steenhamer
Massette

Art. nr.

03-2B304LBL

28
30
35

35

270
280
290

Vinyl Grip
Vinylgriff
Vinylgreep
Manche Vinyle
Shock Reduction Grip
Head weight Total weight
gar ar

900 1.210
1.300 1.550
1.800 2.025
Vinyl Grip
Vinylgriff
Vinylgreep
Manche Vinyle
Shock Reduction Grip
Head weight Total weight
gar ar
1.800 2.170

4



Rock Chisel
Steinmeissel
Steenbeitel
Ciseau a Pierre

Art. nr. s L Total Weight
mm mm gr
03-30ERCO07 60 180 370
Art. nr. s L Total Weight
mm mm gr
i
. Cid 03-30ERC08 30 200 460
Art. nr. s L Total Weight
mm mm gr

y
03-30ERC09 20 230 585

Art. nr. s L Total Weight
mm mm gr
e —
03-30ERC12 15 305 270
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Gold Pan Steel

Goldwaschpfanne Stahl

Goudpan Staal

Battée de Chercheur Acier
Art. nr. (7] [} Total Weight

inch mm gr

03-31001010 10 255 225
03-31001212 12 305 340
03-31001414 14 355 560
03-31001616 16 405 790

Gold Pan Plastic

Goldwaschpfanne Kunststoff

Goudpan Kunststof

Battée de Chercheur Plastique
Art. nr. (7] [} Total Weight

inch mm gr

03-310BP010 10 255 140
03-310BP012 12 305 170
03-310BP014 14 355 255
03-310BP016 16 405 365




Accessories
Zubehor
Toebehoren
Accessoires

K A tape A ‘
Ni = 0.4
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Art. nr.

03-1Z3

Art. nr.

03-1Z4

Art. nr.

03-1Z6

Hammerholder
Hammertasche
Hamerhouder
Porte Marteau

Hammerholder
Hammertasche
Hamerhouder
Porte Marteau

Safety Goggles
Schutzbrille
Veiligheidsbril

Lunettes de sécurité

Pointed model
Spitz-Modell
Puntmodel
Modéle de point

Chisel model
Meissel-Modell
Beitelmodel
Modéle de ciseau




Geo Rock Bag Cordura Nylon
Geologentasche Cordura Nylon
Geologen Draagtas Cordura Nylon
Sac de Géologues Cordura Nylon
Art. nr. Size Total Weight
mm gr
03-3400GRB 350 x 400 935
Art. nr. Waist size Total Weight
mm gr
03-340GPO01 820 to 1.100 960
Art. nr. Waist size Total Weight
mm gr
03-340GP02 920 t0 1.100 1.080




Warranty

For over 80 years, millions of satisfied users have proved ESTWING hammers and hatchets give
greater value and satisfaction than any other.

Nail hammers are made to drive or withdraw common nails only.

Estwing’s warranty does not apply to tools that have been misused, abused or are considered
worn out. Misused tools will not be replaced.

Misuses include:

1. Chipping or denting the face against hardened steel such as other hammer faces, hatchets,
star drills, punches, chisels and hardened steel nails. Always wear safety goggles.

2. Pulling hardened nails, screws or nail sets.

3. Filling nicks or overstriking the handle or claws resulting in dents, weakens the steel at these
points and can cause breakage.

Estwing Mfg. Co. alone is responsible for replacement of all tools. Owner having fair claim should
sent the tool direct to the company where the hammer was purchased for fair-to-all adjustment.

Misused tools will not be replaced.

How to inspect a hammer for adjustment:

- Nail hammer is intended for driving and pulling common nails only. Do not use for driving
hardened chisels, punches, pulling nail sets, screws, or other hardened objects. Do not strike
other hammer faces. If tool is worn out, it will not be replaced. Always wear safety goggles.

Claims on which to discard a tool:

- Dents and chips, or breaks on the face, even if small, shows hammer has been misused on
hardened objects. Discard.

- Thin tip of claws bent or broken shows misuse; excessive leverage on thin part of claw.
Discard.

- Claws wedged apart by forcing over large nails, round bars, etc. Discard.

- Handle broken at dents, or nicks indicates misuse, caused by filling or overstriking. Discard.

- Handle bent or twisted indicates misuse. Discard.

- Hatchets and axes that have been reground and seem soft have lost their temper by improper
grinding. Discard.

Dents in handle-neck section caused from over-striking always causes breakage. This is termed
misuse, as a hammer is made to drive unhardened nails only and striking unhardened nails is to be
done only with the hammer face.
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